The
|.T. Protector®

Surge Protective Devices

he 48 kA per phase PTE048

and PTX048 models of the

Protector® are designed to
safeguard mission critical and sensitive load applications. The industries lowest
measured limiting voltage performance on switching generated ring wave transients
(by far the most common occurrence in electrical systems) assure maximum equipment
protection. The PTE048/PTX048 models provide the industry’s best and most effective
combination of high performance features. Effective in stand-alone applications or as
part of The L.T. System Shield® integrated facility-wide protection plan*, the
PTEO048/PTX048 is the solution when only the best protection available will do.

Transient Control System™ [TCS)

StatScan™ System Diagnostics «Total circuit component integration

*N/O, N/C (Volt Free) Dry Relay Contacts «Symmetrical multi-mode current sharing

*LED indicators *Advanced Surge Path Technology™

S.MART™ Advanced Diagnostics Option *Optimal measured limiting voltage performance
+Adds multi-function dual mode surge counter Active Tracking Network (ATN®) Option

*Highest protection for critical loads
*EMI/RFI filter

Multi-point mounting
feet and Threaded

conduit fitting Circuit Encapsulation

*Eliminates adverse environmental factors
*Extends component life

NEMA 4 [IP66) *High dielectric isolation

Weatherproof
Enclosure

Unit Listings

Compact Size o
*Application flexibility oy 7 o
«Close proximity mounting 42637 HECNRLY
«Short parallel lead length

*Optimal measured limiting voltage performance

HUYEk Best
* For more details visit our website at http://www.itvss.com .\ y in the
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