PowerPro 100 FEATURES AND BENEFITS

STANDARD PowerPro 100 MODEL NUMEBERS

System VoRtage, Service Configuration

XNP100-120/240-2G

120240VAC, 1-phase -mre SPLIT-PHASE, wiground

XNP100-1200206-3GY

120208VAL, 3 phase, 4-wire WYE, wigraund

XNP100-220/380-3GY

ZX3EOVAC, 3 phase, 4-wirz WYE, wigound

XNP100-277/450-3GY

2TTME0VAC, 3 phase, 4-wire WYE, wignound

XNP100-347/600-3GY
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ILTECOVAC, 3 phase, 4-wire WYE, wiground

XMNP100-120/240-3GH

120240VAC, 3 phase, high-ag DELTA, wiground
(5 phase must be 208V)

XNP100-240-3DG

240VAC, 3 phase, J-sre DELTA, wigrourd

XNP100-350-30G

JOVAC, 3 phase, 3-wire DELTA, wiground

XNPI00-450-30G

450VAC, 3 phase, 3-wire DELTA, wiground

Yersatil

XNP100-600-3DG

B0OVAC, 3 phase, 3-atre DELTA, wiground

Additional voltage conbiguraticns available.

TYPICAL CLAMPING VOLTAGE DATA (SkV / 500A Combination Waveiorm)

+ Provides 100,000-amp per mode single-pulse surge current 2:;"5 No. LN LG N-C L1
czpacity (200.000 zmps per phase) 1201240 XNPIOO-12024026 391 391 388 735
« Protects factlities and equipment against the harmful effects of  120/208 XNPIC120206-3GY 391 TGS
Iightning strikes and internally penerated electrical translents ~ 220/380 XNP00-220380-3GY 6965 724 63 1340
+ Fulfills the single-pulse surge current capacity testing L e e i =
recommendations per NEMA 15-1, 2.2.9 and 3.9 UTIG00 NPUOOBINIGY 1152 1185 WMD 265
1204 XNP100-1 1 1
* Indudes pre-wired pigtail conductors to streamniine installation ——— sotmnmt il s ol Ml e o
240 XNP100-240-3DG - T4 = 735
+ Features Internal copper bus conduction path to minimize 380 YNP100-350-30G = 1185 = 1340
systermn impedances, reducing clamping voltage and 350 YNE1002E0-30C = 1451 = 7T
Increasing reliability &0 XNP100-500-30G - e - 2

OPTIONS

Dry Contacts: Single Form “C" dry
contacts for remote alarm monitortng
are avallable as an optton. To order a
model with dry contacts, add suffix
“FCC" to the standard part number.
Example: XNP100-120/208-3GY-FCC

FITTINGS

Option A: Metallc condult installation
kit has a 3/4" x 3" metallic nipple
and all assoclated hardware required
to complete the PowerPIo installation.
Fart No. 300-0255-001

Option B: Flexible plastic conduit
mstallation kit, including 18" flexibie
condult and all associated hardware
required to complete the PowerPo
installation. Fart No. 300-0255-002

Valdez Ingenieros S.A de C.V

MAXIMUM
CONTINUOUS OPERATING VOLTAGE (MCOV)

Voltage  MCOV  Voltage  MCOV

12V 150V 360V 4209
br ) 275V 450V AV
TV kv GO0V S0V
MV oy

* For Delta coafigurations, Phese-to-Phase

TESTED SINGLE-PULSE

SURGE CURRENT CAPACITIES

Protection Single-Pulse Surge Cument
Mode Capachty per Mode

L-N 100,000 amps

LG 100,000 amps

N-G 100,000 amps

L-L 100,000 amps

Par Phase 200,000 amps

POWEIPTD suppeession flter systems are single-pulse
surge current tested ot rated currents by en industry
reroguired independent [aberatery. The single-pulse
surge current fests are in compliance with NEMA
151 1992, 2.2.9 and 3.9 recommendatioas.

APPLICABLE APPROVALS AND STANDARDS
UL 1449, Ind Fdition AMNSI/IEEE C62 41
UL 1283 ANSI/IEEE C61.1

EMI | RF1 NOISE REJECTION

FiRering Attenuation Frequencles
[L-N) w/ & Hook-Up Wire
Nolsa Source
Fraquency S mn
100kHz -50dB -5) 0B
TMHz -3 dB -8 OB
10MHz -MdB -40 6B
100MHz -471dB -53 0B
MECHANICAL SPECIFICATIONS
Dimensions 738 HIS4IWx 475D
Weaght 65
Enciosura Type NEMA & fibarglass-
reinforced polyester (FRP),
SUFTACE-MoLrt, nom-
remaovabie cover
Operating -A0°C ta +B0°C, 5% ko 953
Emdronmest noncandensing humidity
ELECTRICAL SPECIFICATIONS
Conrection Method Paraliel
Protection Modes LN, -G N-G, L-L
Prewiad 2" stranded #10 AWG
pigta conguctors
Status Indlcators LEDS for each phase
Huminate to indicate

nrntectinn Is At




